
Practical case: Open door alarm with inhibition

Level: Basic – Design a logic circuit using a 74HC00 NAND gate to trigger an LED alarm only
when the door is open and the system is enabled.

Practical case: Emergency stop system

https://prometeo.blog/en/open-door-alarm-with-inhibition/
https://prometeo.blog/en/emergency-stop-system/


Level: Basic – Use the low-level output of a NAND gate to stop a process if two sensors detect
danger simultaneously.

Practical case: Logic inverter using NAND gate

https://prometeo.blog/en/logic-inverter-using-nand-gate/


Level: Basic – Demonstrate the universality of the NAND gate by configuring it as a basic NOT
gate.

Practical case: Dual Input Alarm System using OR Gate

https://prometeo.blog/en/dual-input-alarm-system-using-or-gate/


Level: Basic – Build an alert system that activates a warning LED when either a local or remote
signal is triggered.

Practical case: Nurse call bell

https://prometeo.blog/en/nurse-call-bell/


Level: Basic – Implement an OR gate to activate an alert from two independent switches.

Practical case: Greenhouse Ventilation with ESP32

https://prometeo.blog/en/greenhouse-servo-vent-web-controller-esp32/


A local web-controlled servo mechanism that regulates a model greenhouse vent. It integrates
a limit switch for precise mechanical zero-positioning to…


